Materialy — Jednovrstvé

ISOLA — DE104 TG 150

Tg [°C] T288 [min] Td [°C] CTI tfida (V)
135 12(T260) 315 2(250-399)
datasheet
Tloustka Tloustka Cu (pm)
materialu
(um) 00/18 00/35 00/70 00/105
500 v v
800 v v
1000 v v
1200 v v
1500 v v v v
2000 v v v
2400
3000
3200

Tg [°C]

150

00/18

T288 [min]

10

Td [°C]

330

Tloustka Cu (um)

00/35

00/70

CTl tiida (V)

3(175-249)

00/105

v skladem

O na objednani


https://www.gatema.cz/wp-content/uploads/2023/08/material-de-104.pdf

Materialy — Dvouvrstvé

ISOLA — PCL370HR

Tg [°C] T288 [min] Td [°C] CTI t¥ida (V)
135 12(T260) 315 2(250-399)
datasheet
Tloustka Cu (pm)

Tloustka
materialu 18/18 35/35 50/50 70/70 105/105
(um)
500 v v
800 v v
1000 v v v v
1200 v v
1500 v v v v v
2000 v v v
2400 v v
3000
3200 v

Tg[°C]

150

18/18

T288 [min]

10

Td [°C]

330

Tloustka Cu (pm)

35/35

70/70

CTl tiida (V)

3 (175-249)

105/105

Tg [°C]

180

18/18

T288 [min] Td [°C]
30 340
datasheet
Tloustka Cu (pm)
35/35 70/70
v v
v v
v
v
v skladem

CTI t¥ida (V)

3 (175-249)

105/105

O na objednani


https://www.gatema.cz/wp-content/uploads/2023/08/material-de-104.pdf
https://www.gatema.com/wp-content/uploads/2023/08/material-is-370-hr-en.pdf

